Cable Modem 簡易自我檢測
1).將Cable Modem電源線、網路線接上，確認與電腦正確連接!有線電視纜線不要接上!
(2).請由電腦桌面上點選「開始」，再點選選單中的「執行」。(適用於Win95/98/Me)
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(3).顯示「執行」的畫面。請在畫面中的「開啟(O):」欄中輸入「winipcfg」，再選擇「確定」。
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(4.)出現「IP組態」畫面。請先在上方的下拉式選單中選取您所安裝的網路卡（例如本示範使用

D-Link DFE530TX網路卡）。請先按選單右邊的黑色小箭頭拉下選單，再按選單旁的兩個小黑點以上下變換選單內容，找到您所安裝的網路卡。切勿使用PPP Adapter!!
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接著選擇「釋放」後，再選擇「更新」，請檢視「IP位址」欄中的IP位址，所得IP應為192.168.100.X，X表示0-255中的任一數字。若取得之IP不是192.168.100.X，請重覆此步驟直到取得正確的IP後，選擇「確定」以關閉畫面。若一直無法取得正確之IP，請參考下列步驟進行自我檢測：
(a) 若您數據機電源燈已恆亮，並且抓到IP為192.168.100.X，表示數據機與電腦連接正常。

(b) 檢查連接網路卡與Cable Modem間的乙太網路線已正確連結無鬆動。

(c) 檢查網路卡是否正確安裝設定。
(5)如果用戶是使用Window XP/2000 作業系統,請參照下列方法
        (a) .顯示「執行」的畫面。請在畫面中的「開啟(O):」欄中輸入「cmd」，再選擇「確定」。
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         (b)此時電腦將會跳出一個黑色視窗,用戶可以輸入下列指令
            ipconfig/release   再按Enter 鍵   先把位址釋放掉
            ipconfig/renew    再按Enter 鍵   再取得新的位址
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c: ipcont iy
indous 2000 TP Configuration
Echornot adapter EEiEHE:

Connection-specific DN Suffix . :

TP Addeoss. . . . . . . . . . . . ¢ 192.168.100.2

Subnet Mask . . . . . . ... ..: 255.255.255.0
Default Gateway . . . . . . . . . : 192.168.100.1

c:\ipconfig/reloase
vindous 2600 TP Configuration
(P address successfully reloased for adapter "EHTEIE"

C:\>ipconfig /rencun




      (c)指令下完後.電腦應該會顯示

            IP Address…………:192.168.100.x 

            Subnet Mask……….:x.x.x.x

            Default Gateway ….192.168.100.1

            若是電腦無法得到192.168.100.X 的位址,表示你的電腦並未正確連接到Cable Modem !或者是你的Cable Modem 已故障!   
(6).打開瀏覽器後先按下「停止」。請在網址列輸入http://192.168.100.1，按下「Enter」，即進入Cable Modem設定頁面，如下圖。首頁會因各家品牌不同而有所不同! [image: image7.jpg]2 EAMY_DOCUMENT_2\GI Moto_CM3192168_100 htm - Microsoft Internet Explorer
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Configuration Manager
signal Addresses Configuration Logs  Help

This page provides information about the startup process of the Cable Modem. If there is a problem with the startup, the word "Failed"
‘may appear in the Status column. Should this occur, visit the Help area and perform the Checkup procedures listed there. If the problem
continues, click on the word "Failed" for more detailed information about the failure, or call your service provider for assistance.

Acquire Downstream Channel

Obtain Upstream Parameters Done
Establish IP Connectivity using DHCP Done
Establish Time Of Day Done
Transfer Operational Parameters through TFTP Done

Register Connection Done

Initialize Baseline Privacy Skipped
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(7)用戶若能看到 Cable Modem 的首頁,表示你的電腦已正確連接到Cable Modem 了!接下來用戶便可將第四台的纜線接回到Cable Modem ,再把 Cable Modem 重新開機,便可準備上網了!
_1014447301.doc
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